
UNISLOT CUBE
Assembly Guide

2 people 
required

Handle parts 
with care
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BEFORE YOU BEGIN
UniSlot Cube is a modular system and it is impossible for 
us to provide specific assembly instructions for every 
configuration. 

Read this instruction booklet carefully and appropriate 
the steps to your specific configuration. 

Before you get stuck in, unpack all components and lay 
them out, checking you have all parts and tools required 
to complete the installation.

If at any point you are unsure, contact our friendly team.

It’s always easy … when you start right!



2 x Cube End 
Frames

1 x Cube Joining Beam Set 
(4 beams) 

(600, 900 or 1200mm set)

1 x Ball-end 
Allen Key

Shelf Support Pins 
(only required if using the 

Cube Top/Base Shelf)

FRAME ASSEMBLY
Minimum components required 
for the initial bay

Bolts



1. ASSEMBLE THE INITIAL BAY

Step 1a.
Insert the bolts sufficiently to hold 
them in place. Leave enough space 
to locate the Joining Beam

Step 1b.
Locate the joining beam, then 
tighten the bolt with the provided 
ball-end allen key.

Two people are 
recommended for 
this step. Assemble 
the initial bay on its 
side as shown. 

See steps 
below.
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2. ADD ON ADDITIONAL BAYS
IMPORTANT: We recommend assembling max 2.4m long of bays, 
before standing up the assembled section (see Step 3). Longer runs 
should be set up in sections and joined together when standing.

Repeat the steps in Step 1 to add on additional bays.



3. STAND UP THE DISPLAY
IMPORTANT: To perform this step safely, a minimum of 2 people are 
recommended. 

Carefully raise the display into the standing position. 
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4. JOIN TO CREATE LONGER 
DISPLAYS
IMPORTANT: For safety, we recommend assembling the upper 
joining beams with the assistance of another person.

To create a longer display, join together multiple sections, 
repeating the steps from Steps 1 and 2.



5. LEVEL & SECURE DISPLAYS
Once the bays are set up in the required configuration, use a laser or 
spirit level to level your displays. To raise the display, unwind the 
levellers, and to lower the display, wind in in the levellers.

Taking time at this stage to ensure your display is level will ensure when 
you add accessories, they will align neatly.

Securing your displays
If required, your displays can be secured to a wall or structure. We 
recommend this step is completed by a qualified shopfitter.
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ADDING ACCESSORIES
These components can be added to your UniSlot Cube display to 
provide endless merchandising options. Speak to one of our consultants 
to discuss what is the best solution for you.

IMPORTANT: When adding accessories, always ensure the brackets are 
securely located in the slotted frame before merchandising.

Display & Shelving
• 290mm Shelf with brackets 
• Cube Header with LED 

Downlights
• Cube Drawer
• Cube Top/Base Shelf
• Cube Base Plinth

Rear Display Panels
• UniSlot Slatwall Panels
• UniSlot Accent Panels

Hanging Accessories
• Hangrails
• Crossbars
• Hangrail Attachment
• Straight Arm
• Stepped Arm
• 7 Pin Sloping Arm
• 5 Hook Sloping Arm
• Display Hooks
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